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Note: This information is the result of carefully executed tests. This Technical Data Sheet has been prepared to the best of our knowledge to provide you with advice when gluing. We cannot be held responsible for the 
results or any damage suffered, as the variety of factors involved (type and combination of materials and working method) are beyond our control. Users have to carry out their own checks and trials. Liability can only be 
accepted for the consistently high quality of our product.

Powerful universal adhesive for Plastics
allPlast

37241 - UHU All PlAstics HHR BlisteR 33ml / 30g mUlti lingUAl - 37595

APPlicAtion
Directions for use:
Depending on the specific requirement, one or both of the parts to be connected 
are spread with adhesive and joined together immediately. An initial bond 
strength is attained after 5 - 10 minutes. The high bond strength of UHU allplast 
on plastics is attained by slightly dissolving the surface of the plastic material. 
For this reason, the adhesive should only be applied in small quantities on low 
caliper plastics. 
stains/residue: Adhesive residues and stains can be removed with acetone or 
thinner for nitrocellulose lacquer.

tecHnicAl sPecificAtions
specifications: Appearance: colourless, clear solution
Consistency: low viscosity
Solid content [%]: 19-22
Solvent: ketones/ ester
Flash point [°C]: -19
Danger class (VbF): A I

stoRAge conDitions
 Store in tightly closed packaging in a dry, cool and frost-free place.

PHysiologicAl PRoPeRties
The dried adhesive is indifferent, neutral and physiologically safe.

PAck sizes
30 g

 

PRoDUct DescRiPtion
UHU allplast is a transparent, powerful universal adhesive for plastics, multi-
purpose domestic applications, handicraft work, repairs and model building. The 
hard adhesive film remains transparent and is temperature resistant.

fielD of APPlicAtion
Suitable for bonding numerous types of plastics such as polystyrene and high 
impact polystyrene types (ABS, SAN, SB, ASA), PVC hard. 
It also glues materials such as wood, paper, cardboard, leather, metals, glass, 
ceramics. Not suitable for polyamide (PA), acetal resin (POM) polyethylene (PE), 
polypropylene (PP), polytetrafluoroethylene (PTFE), silicons (Si), Styropor® and 
not suitable for leather used for clothing.

PRoPeRties
· Forms a hard but flexible adhesive bond with a thermoplastic character
· Resistant from -30°C to approx. +90°C 
· Resistant against water, oil and alcohol

PRePARAtion
Personal safety: It contains volatile, highly flammable solvents. Therefore, 
corresponding safety measures should be taken regarding processing and 
storage.
surface requirements: The surface must be dry, clean and free of dust and 
grease.


